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LABORATORY FOR ACOUSTICS PEUTZ

MEASUREMENT OF THE SOUND INSULATION ACCORDING TO ISO 10140-2:2010 /\ﬂ
principal: Parthos B.V. @%

construction tested: mobile partition wall type Transpalace (1 panel) in combination with Palace 110S (2 panels)
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== ref.curve (ISO717)

volume measuring room: 111 m?

volume measuring room: 94 m?

surface area tested partition: 12 m?

measured at:
Peutz Laboratory for Acoustics

sound reduction index R [dE]

signal: broad-band noise

bandwidth: 1/3 octave

1ISO 717-1:2013
RW(C;C") =50(-1;-4) dB

c100-5000;ctr,100-5000 = (0;-4) dB 20_
Co3150Crrso0.3150 = (-2i-9) dB 63 125 250 500 1k 2k 4k
Csoos000° ctr,50-5000 =(-1;-9)dB frequency [Hz]
233 33,0 403 446 52,7 51,0 588
ASTME413-16:2016 1/3oct. 23,7 36,8 425 47,7 538 516 66,8 dB
STC=51d8B 293 346 429 51 50,7 537 684

1/1oct. 24,7 34,5 1,7 47,0 52,2 52,0 62,5 dB
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